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SAFE LIFTING - SECURE LASHING

MAGNETIC
LIFTER

LOADSET permanent lifting magnets are a cost effective,
safe and convenient tool for the lifting and moving of steel
objects.

Each LOADSET lifting magnet is manufactured to the
% highest quality standards from premium grade materials.
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certified to the requirements of AS 4991.
MopgL RATED CAPACITY RATED CAPACITY DIMENSIONS / mm WORKING NET WEIGHT
(plate) (kg) “ROUND” A B c D TEMPERATURE (°c) (kg)
LLM100 100 30 92 142 64 70 <80 3
LLM300 300 100 165 | 176 88 96 <80 10
LLM600 600 200 216 | 219 18 120 <80 20
LLM1000 1000 300 264 | 266 | 148 | 140 <80 37
LLM2000 2000 600 397 | 380 | 172 | 168 <80 70
LLM3000 3000 1000 443 | 512 | 226 | 217 <80 100

3.5:1 Safety factor
Specifications subject to change without notice

EFFECTIVE PERCENTAGE OF RATED CAPACITY

RATED LIFTING PLATE THICKNESS (mm)
STRENGTH % (kg) 100 90 80 70 60 50 40 30 20 10

100 100% 100% 100% 100% 100% 100% 100% 100% 80% 50%
300 100% 100% 100% 100% 100% 100% 100% 90% 70% 45%
600 100% 100% 100% 100% 100% 100% 90% 70% 50% 25%
1000 100% 100% 100% 100% 100% 90% 75% 55%

2000 100% 100% 100% 100% 80% 60% 45% 30%

3000 100% 100% 100% 80% 60% 45% 35% 25%
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