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 • Made from forged alloy steel, suitable for G80 lifting chain
• With a safety factor of 4:1 for chain slings 
• Test certificates are available upon request 
• Conforms to AS 3776

PART NO. CHAIN
SIZE (mm)

WLL
(t)

WEIGHT
(kg)

DIMENSION (mm)

d H L W

HAM06 6 1.1 0.08 8 58 42 15

HAM08 8 2 0.16 10 77 60 23

HAM10 10 3.2 0.30 13 95 72 28

HAM13 13 5.3 0.65 16 117 87 33

HAM16 16 8 1.20 20 144 104 40

HAM20 20 12.5 1.90 24 165 116 46

HAM22 22 15 3.10 28 190 136 54

HAM26 26 21.2 4.70 32 220 158 67

HAM32 32 31.5 9 39 281 205 83

 

PART NO. WEIGHT
(kg)

WLL
(t)

DIMENSION (mm)

L W D

CNA06 0.84 1.1 18 20 6

CNA08 1.41 2 24 28 8

CNA10 2.21 3.2 30 35 10

CNA13 3.76 5.3 39 44 13

CNA16 5.64 8 48 53 16

CNA20 7.78 12.5 60 68 20

CNA22 10.64 15 66 72 22

CNA26 14.8 21.2 78 87 26

CNA32 21.6 31.5 96 115 32

G80 LIFTING CHAIN

Grade 80 (T) short link chain, is designed for chain slings used for  
lifting applications. Made from alloy steel, hardened and tempered, with a high 
resistance to impact.

• Available in sizes from 6mm to 32mm
• G80 alloy steel with a safety factor of 4:1
• Test certificates are available upon request 
• Conforms to AS 2321
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