HES HEIGHT SAFETY

LANYARDS Providing a safe method of attaching your fall protection harness to
a secure anchorage point.

Miller Rope Lanyard with Energy Absorber

’E Robust rope lanyard suitable for working around slightly
abrasive surfaces and heavy duty applications.
= > 12mm polyester rope. > For use in fall arrest situations, where the
> Integral compact energy absorber free fall does not exceed 2m.
> Reliable visual inspection if a fall has > Suitable for situations where working
been taken. around slightly abrasive surfaces.

¥

> 19mm double acting hooks at each end.
> Great in heavier duty applications.

L11REC2.0 2M - 19MM HOOKS AT EACH END

Miller Adjustable Kernmantle Rope Lanyard
with Energy Absorber

= : The Adjustable Kernmantle Rope lanyard offers workers the flexibility to
= easily adjust the length of their lanyard to suit any fall arrest application.
,J > Allows the user to minimise fall risks by > Fully adjustable down to 850mm.
i adjusting the lanyard to suit the job. > Integral compact energy absorber
— > Manufactured out of robust 11Tmm smoothly expands for greater shock
Kernmantle rope for greater abrasion absorption.
A resistance.

> Maximum length of adjustment is 2mtrs.

M1010034 2M ADJUSTABLE KERNMANTLE ROPE WITH TAK
M1010056 5M ADJUSTABLE KERMANTLE ROPE WITH TAK
M1010043 2M DOUBLE ADJUSTABLE KERMANTLE ROPE WITH TAK AND SCAFFOLD HOOKS

Miller Retractable Webbing Lanyard

Lightweight, easy to operate, retractable lanyard with swivel hook at
the bottom to allow greater mobility whilst in use.

> Lightweight type 2 fall arrestor. > Traditional “seat belt” style unit with
> 2.5m of retracting webbing. opening at bottom for easy retraction
= EN360 certified (AS/NZS 1891.3 and operation.
compliant). > High Impact flexible PVC outer casing.
> Swivel hook at bottom & karabiner at top. > Recommended for overhead use only.
- > High impact flexible outer casing.
m ? 1010893 2.5M RETRACTABLE LANYARD
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